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GENERIC 
 

BASIC COMMANDS 

Enable 

configure terminal 

hostname Switch1 

ip host MyHost 192.168.1.2 

no ip domain-lookup 

enable secret password 

banner motd #blablablabla# 

 

LINE & CONSOLE 

line console 0 

line vty 0 15 

logging synchronous 

exec-timeout 5 0 

password whatyouwant 

login/login local 

exit 

 

in console 0  > transport input telnet 

login local 

username david secret password123 

service password-encryption 

 

CONFIGURATION 

copy running-config startup-config 

copy startup-config tftp (destination) 

 

SHOW 

show vlan brief 

show port security interface gi0/1 

show mac address-table 

show interfaces trunk 

show running-config | include vlan 

show ip interface brief  

(summary of all interfaces) 

show ip route 

 

VLANS 

CREATE 

vlan 1 

name elquesigui 

exit 

ASSIGN IP 

interface vlan 1  

ip address 192.168.2.1 255.255.255.0 

no shutdown 

exit 

ASSIGN PORTS 

interface range  fa0/6-14, gi0/1 

switchport mode (access/trunk) 

switchport access vlan [number] 

switchport port-security màximum 2 
switchport port-security violation restrict 

 

exit 

switchport trunk native vlan 88 

switchport trunk allowed vlan 10,20,30 

 

ROUTERS: 

 
interface s0/0 (ip/no shutdown) 

clock rate 128000 

 

conf term 

router rip 

version 2 

no auto-summary 

network x.x.x.x (connected) 

 
STATIC 

ip route 0.0.0.0 0.0.0.0 x.x.x.x <next-

hop-ip> 

Default Gateway, not router rip 
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